


Other Standard Features:

� Adjustable easy guide coupler or king pin is standard. 
� Standard rock guard package consists of spray on tar 12" high along inside 

bottom of walls and underneath fender exteriors. A glass filled epoxy coating 
is sprayed up the front of the trailer exterior to the bottom side of the neck 
and approximately 30" high along the entire sides of the trailer. Aluminum 
checker plate is then added to the front of the fenders, running boards, 
exposed uprights and front wall of trailer.

� All wiring is enclosed and connections are bonded together in shrink tube 
along with rubber mounted sealed lighting. 

� Rubber bumper, fir floor, single 12,000 lb jack, interior light, weatherproof 
switch covers, greasable hinges, conspicuity tape, and breakaway kit are all 
standard equipment. 

Available Options
Norbert's realizes the needs of each customer are different so the majority of
trailers sold are custom tailored for each customer. Here is just a small list of
the options available:

� Extra height
� Extra width 
� Extra rope ties and tie bars
� Different wheel options 
� Custom paint
� Square neck 
� Brake type
� Extra lighting, etc.
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Trailers 20' and under have 1 gate
and all other trailers have 2 gates
standard. Removable, sorting and
buffalo gates are also available. 

Full swing rear door with ½
slider door on nylon rollers is
standard.

Side access and underneath
neck access doors are
standard.

Sliding aluminum checker
plate closures in sides are
standard.

Front and rear roof vents are
standard.

Adjustable easy guide coupler
allows for effortless hook-up.

Bumper Hitch model also available
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